
8271 Nways  LAN
 E12  E24
SA88-6672-00
( :P/N 35L2181)



ii

A “
” E “ ”

 2  (1999  1 )

 2.1  IBM 8271 Nways 
 LAN E12  E24 

© COPYRIGHT INTERNATIONAL BUSINESS MACHINES CORPORATION 1999

ALL RIGHTS RESERVED. 

Translation: © Copyright IBM Japan 1999



4

4

1
8

8
 — 9

9

LED 10
 — 11

11

11
11

11

11
12

12

13
 I 13
 II 14

15
16

17

2
20

20
iii



20
20

22

22
2 22

23

26
26

26

26
27

LED 28

29

A
31

31

B
 33

PC-AT 33

34
RJ45 34

C

D

E
39

(VCCI) 40
(STP) 40

(UTP) 40
iv



v



vi



1

 SD21-0030 
(Read This First) 



2



3

IBM 8271 Nways  LAN  
E12  E24 

“IBM 8271 Ethernet LAN Switch 
Management Guide ”  35L2186  

 LAN (
) 

 E12  E24 

■ 02L0876 — 12 10BASE-T 

■ 02L0877 — 24 10BASE-T 

 24  
12 



4

 1  2

■ IBM 8271 Nways Ethernet LAN Switch Management Guide 
 35L2186

■ IBM 8271 Nways Ethernet LAN Switch
Model E12 and E24 
Quick Reference Guide  35L2183

 1   

 2   

 Courier

“ ”
[Return]  [Enter] 

system password

Screen
displays

Courier

“  Enter 
” “ ”

“  Enter ”
 [Return]  [Enter] “ ” 

Return  Enter 



5

■ IBM 8271 Nways Ethernet LAN Switch 
Model E12 and E24 Quick Installation Guide

 35L2182

■ IBM 8271 Nways Ethernet LAN Switch Family Release Notes
 35L2184

■ IBM 8271 Nways Ethernet LAN Switch 
Models F12 and F24 

■ IBM 8271 Nways Ethernet LAN Switch 
Expansion Modules

■



6



7

1

■

■  - 

■  - 

■

■

■



8  1 : 
8271 

8271  E12  E24 
 LAN 

■ 12  24  10BASE-T 

■ 2  10BASE-T/100BASE-TX 

■ 1  E12  E24  /  F12  
F24 

■ 1  2 

■

 4 

■

■ 10 Mbps 

■  / 

■ 19 

“IBM 8271 
Nways Ethernet LAN Switch Management Guide ”  
35L2186  



 - 9
 - 

1    - 

10BASE-T 

MDIX ( )  12 
 24  10BASE-T 

 3 4  5  100m 

 MDIX ( ) 
 MDIX 
“  ”(27 

 ) 

10BASE-T/100BASE-TX 

MDIX ( )  2 
 10BASE-T/100BASE-TX 

 10BASE-T 10BASE-T 100BASE-TX 
100BASE-TX 

  5 
 100m 

 MDIX ( ) 
 MDIX 
“  ”(27 

) 

TCVR

green
flashinggreen

off

= enabled,linkOK
= disabled,linkOK
= linkfail

Status Module Unit10BASE-T/100BASE-TX

3

3

4

4

5

5

6

6

7

7

8

8

9

9

10

10

11

11

12

12

1

1

2

2 3

5

1

4

7

6

8

2

13

13

14

14

15

15

16

16

17

17

18

18

19

19

20

20

21

21

22

22

23

23

24

24

25  26  PacketPacket

Packet

25  26  StatusStatus

Status

Power/Self test

6x 7x

18x 19x

1x

13x

25x 26x

12x

24x



10  1 : 
LED 1  LED 
LED 

“ ”(26 ) 

1   LED 

LED

TCVR  1 

 1 10BASE-T 

 LED

 / 

 / 

 LED

 / 

 / 

 LED

1–8  E12  E24  /  F12 
 F24 LED 

8  LED  4 

 /  LED

 ( ) 



 - 11
 - 

2    - 

 MAC 

 90–240V A.C. 

 1 
 (RPS) “

 ”(26 ) 

8 
1 

 4 



12  1 : 
“ ”(22 
) 

 1  1 

 10 Mbps 

■ 1  
E12/E24  F12/F24 

■  3  E12/E24 
F12/F24  (  1 

)

“ ” (22 
) 



13
 I 3

3   



14  1 : 
 II 4 2 

4   



15
5

1  1 
100 Mbps 

5   



16  1 : 
 
100 Mbps 10 Mbps 

6 

6   



17
■ UTP 5  
100m 

■  
100BASE-FX 412m 

■  (
 1 ) 

 325m 
 225m 

 UTP  100m

 (
)

 2 

■ UTP  5  
100m 

■ 2km 



18  1 : 



19
2

■  

■

■

■

■

■  

■ LED 

■



20  2 : 
A

 19 

2 
 6 

■ “ ” (16 ) 

■

■

■  ( )

■

■

■

 25mm 

■

■ 4 

 1.5U  19 



21
: 

1

2
7

7   

3 3 

4  2  3 

5  19  (
) 

6



22  2 : 
 4 

 4  
1 

 E12/E24  F12/F24 1  
IP 

2 

■ 2 

■

 4  
4 

: 

2 1 2 

1

2
“

” 22  

 1m 



23
3  8 

4

■

■

“ ”(29 
) 

8   2 

1 
 4 

 1 

4 

1

2
“



24  2 : 
”(22 ) 
 

1m 

3  1 

4 9 

a
 1

b 2 
 2

2 

c  a  b 

5

■

■

“ ”(29 
) 



25
9   



26  2 : 
 
(RPS ) 

 
100BASE-FX RPS 

 60W  1 

RPS  100W 
 1 

: 

1

2

 (POST) 
 (  12 )

LED 

■  LED 

■  LED 

■  LED 



 27
POST  /  LED 
2 LED 

“LED ”(28 ) 

 E12/E24  MDIX (
)  MDIX 

MDI ( ) 
MDI 

10

10   

2   LED 

TCVR

green
flashinggreen

off

= enabled,linkOK
= disabled,linkOK
= linkfail

Status Module Unit10BASE-T/100BASE-TX

3

3

4

4

5

5

6

6

7

7

8

8

9

9

10

10

11

11

12

12

1

1

2

2 3

5

1

4

7

6

8

2

13

13

14

14

15

15

16

16

17

17

18

18

19

19

20

20

21

21

22

22

23

23

24

24

25  26  PacketPacket

Packet

25  26  StatusStatus

Status

Power/Self test

6x 7x

18x 19x

1x

13x

25x 26x

12x

24x



28  2 : 
LED  LED 3 

“IBM 8271 
Nways Ethernet LAN Switch Management Guide” (35L2186) 

3   LED 

 LED 

 / 
 LED 

 LED 
(POST) 

 LED 

 LED 
■

■

■ 10BASE-T  100BASE-TX  MDIX 

10BASE-T 
 LED 

 
LED 

10BASE-T 10BASE-T/100BASE-TX  
100BASE-TX 

■ 10BASE-T  10BASE-T/100BASE-TX 
10BASE-T/100BASE-TX 

10BASE-T/100BASE-TX 
 10Mbps 

■ 10BASE-T  100BASE-TX 
10BASE-T  100BASE-TX 

 LED 



29
 

“IBM 8271 
Nways Ethernet LAN Switch Management Guide ” (35L2186) 



30  2 : 



31
A

8271  LAN 

 2.8 m 250V/10A

 
 :

 :

 :
 IEC  950  SELV (Safety Extra Low 

Voltage) 
 SELV 

( )

1838574
(FN6853)



32  A: 
 :
EC 

 RPS 

RJ45  RJ45 
RJ45 



33
B

 
9  RS-232 25 

PC-AT 9  9 



34  B: 
9  RS-232 25 

RJ45  10BASE-T  100BASE-TX RJ45 

4   

MDI 

1 TxData +

2 TxData –

3 RxData +

4

5

6 RxData –

7

8

MDIX 

1 RxData +

2 RxData –

3 TxData +

4

5

6 TxData –

7

8



35
C

: 76mm x : 483mm x  300mm
: 4.4kg

0  50 

–10  +70 

10  95% ( )

EN60068 (IEC68)

UL 1950 EN60950 CSA 22.2 No. 950 IEC 950

EMC

STP : EN55022 Class B*, FCC Part 15 SubpartB Class A, 
ICES-003 Class A, VCCI Class B*, AS/NZS 3548 Class B*

*  Class B  5 

UTP : EN55022 Class A*, FCC Part 15 SubpartB Class A, 
ICES-003 Class A, VCCI Class A*, AS/NZS 3548 Class A*

* Class A 10BASE-T  3  5 
100BASE-TX  5 

* E

EN50082-1

 117 

AC 50/60 Hz

90–240 VAC

3 A ( )

( )



36  C: 
SNMP

■ SNMP  (RFC 1157)

■ MIB-II (RFC 1213)

■  MIB (RFC 1493)

■  MIB (RFC 1516)

■ VLAN MIB (RFC 1573)

■ RMON MIB (RFC 1271)

■ BOOTP (RFC 951)

■ Telnet (RFC 854)

■ UDP (RFC 768)

■ IP (RFC 791)

■ ICMP (RFC 792)

■ TCP (RFC 793)

■ ARP (RFC 826)

■ TFTP (RFC 783)



37
D

IBM 8271 Nways  LAN 
 IBM 8271 Nways  LAN 



38  D: 



39
E

 IBM 

 IBM 

IBM 
 IBM 

IBM 
IBM 

IBM 

 106-0032  2-31
AP 
IBM World Trade Asia Corporation
Intellectual Property Law & Licensing

 IBM Corporation 

IBM Nways



40  E: 
Microsoft Windows Windows NT  Windows 95 
Microsoft Corporation 

VT100 Digital Equipment Corporation 

Novell Novell, Incorporated IPX Novell 
Incorporated 

 2  (**) 

(VCCI)

(STP)
VCCI

 B 

(UTP) VCCI
  



41
10BASE-T  3 4  5  10 Mbps 
 IEEE 

100BASE-FX  100 Mbps  
IEEE 

100BASE-TX  5  100 Mbps 
 IEEE 

CSMA/CD  / (Carrier-sense Multiple Access 
with Collision Detection)  IEEE 802.3 

2 

IEEE  (Institute of Electrical and Electronics Engineers)
 1963 

IEEE 802.1D

IETF  (Internet Engineering Task 
Force) TCP/IP 

 SNMP 

IP  (Internet Protocol) IP  3 
 1 

IP 
 TCP/IP 



42
IPX  (Internetwork Packet 
Exchange) IPX Novell® Netware®

 3  4 

IP 
(IP address)

 (Internet Protocol address)
TCP/IP  ID

 ( )  4 

LAN  (Local Area Network)  
(PC )  (

)  (
) LAN 

 (  1000m) 

MAC  (Media Access Control)
IEEE 

MAC 
(MAC address)

 (Media Access Control) 

 2 
LAN 

 MAC MAC 
 6 

MDI  (Medium Dependent Interface)

MDI-X  (Medium Dependent Interface) 

NIC  (Network Interface Card)

POST  (Power On Self Test)

RPS  (Redundant Power System)



43
SLIP  (Serial Line Internet 
Protocol)  ( )  IP 

SNMP  (Simple Network 
Management Protocol) TCP/IP 

 IETF 

TCP/IP  / (Transmission 
Control Protocol/Internet Protocol)

 2  UNIX 
 TCP/IP 

TCP 
—  1 

IP 

Telnet  TCP/IP 

TFTP  (Trivial File Transfer Protocol)

 

WAN  (Wide Area Network)
WAN  LAN 

(Ethernet)
Xerox Intel Digital Equipment Corporation  LAN 

CSMA/CD 10 Mbps 

(Ethernet address)

MAC  (MAC address) 

(line speed)
 (baud) 

(Fast Ethernet)
100 Mbps 



44
(server)

(auto-negotiation)

(endstation)

(collision)
2 

 (
) 

(switch)
 LAN  LAN 
 LAN  LAN 

 
LAN 

(Switch Database)

(stack)
 1 

(segment)  LAN 

(full duplex)  2 

(bandwidth)
1 

 10 Mbps  
100 Mbps 

(forwarding)

(broadcast)



45
(broadcast storm)

(backbone)

(hub)
LAN 

 LAN 
 LAN 

(half duplex)  (full duplex) 

(filtering)  

(bridge)
 2  LAN 2 

(flow control)
 ( ) 

(protocol)

(baud)
1 (

)  (line speed) 

(multicast)



46
(unicast)

(repeater)
LAN 

 2  LAN 

(router)
 WAN 

(loop)
2 



47
10BASE-T 9
10BASE-T/100BASE-TX 9

L
LED 10

M
MDI 27
MDIX 9, 27

R
RPS 11

26
11

4

11
29

37

4
4

9, 27

9, 17
27
33
12

16
16

11

37
36

37

35
9
35

10BASE-T 9
10BASE-T/100BASE-TX 9
MAC 11
RPS 11

19, 20
11

35
36

35
35

11
11

15
11

26
11

8
20
13, 14
19

20
29

26
20



48
27

9, 17
17

17

11

RPS 11
11

11

12

13

8
LED 

33

RJ45 34
33

33
34

10BASE-T 9
10BASE-T/100BASE-TX 9

11
9

12

12
12

12
11
41
RPS 



®

Printed in Japan
106-8711 3-2-12
TEL 03 3586-1111



ii


	8271 Nways イーサネット LANスイッチ モデル E12 および E24
	目次
	安全について
	本書について
	表記上の規則
	関連資料

	スイッチの概要
	スイッチについて
	フィーチャーの要約

	スイッチ - 前面の詳 細
	ポート接続
	LED

	スイッチ - 背面の詳 細
	装置情報ラベル
	電源ソケット
	予備電源システム・ ソケット
	コンソール・ポート
	拡張モジュール・ スロット
	トランシーバー・ モジュール・スロット
	マトリックス・ポート

	ネットワーク構成例
	ネットワーク分割 I
	ネットワーク分割 II
	デスクトップ・ スイッチング

	高速イーサネットの 構成規則
	全二重モードの構成 規則

	スイッチのインストール
	スイッチの インストール
	安全に関する注意事項
	適切な設置場所の選択

	ラックへの取り付け
	装置の積み重ね
	装置の積み重ね
	2 台の装置の積み重ね
	複数の装置の積み重ね

	電源投入の順序
	予備電源システムの 接続
	スイッチの電源投入
	正常な動作の確認

	正しいケーブルの 選択
	LED で示された問題 の解決
	スイッチの管理

	安全に関する注意事項
	電源コード
	安全に関する重要な 注意事項

	ピンアウト
	ヌル・モデム・ ケーブル
	PC-AT シリアル・ ケーブル
	モデム・ケーブル
	RJ45 ピン割り当て

	技術仕様
	技術サポートに関する情報
	特記事項および商標
	商標
	情報処理装置等電波 障害自主規制協議会 (VCCI)表示
	シールド付き対より線 (STP)ケーブルを使用 の場合
	シールドなし対より線 (UTP)ケーブルを使用 の場合


	用語集
	索引

