
All AEM Resources 

Name Type 
Average Input 
Power 

Average Output 
Power 

Ambient 
Temperature 

Exhaust 
Temperature 

Description 

stemfsp3_9.5
7.20.120 Server 539.632 457.317 19 26 

stemfsp3_9.57.20.12
0 

stem4 Server 894.299 757.883 19 32 stem4 

Power6-9117-
MMA-
SN10F748D Server     

Power6-9117-MMA-
SN10F748D 

              

 

Power Cap and Save Policies 

Name Description Type 
Power Cap 
Mode 

Power Cap 
Type 

Power Cap 
Value 

Power Cap 
Type 

Powe Cap 
Type 

Power 
Cap Value Active? Savings Type 

Dynamic Savings 
Setting 

    
Group Power 
Capping 

DC Power 
Cap Watts   

Output Power 
Cap Watts     No Power Savings Favor Performance 

    
System Power 
Capping 

AC Power 
Cap Percentage   

Input Power 
Cap Percentage     

Static Power 
Savings Favor Power 

    
System Power 
Savings              

Dynamic Power 
Savings  

                       

 

Estimated Savings 
Display 
Name Date of ROI Report Anticipated Savings Prediction Date of Prediction Actual Estimated Savings Since Prediction (Last Month) Anticipated Savings (Next Month) 

        

        

        

 


